
Other Products  
Other door & window fixtures. Such as finger bolts 

and “The Sashjack”  

Door Restrictors  
A product to restrict a door’s opening. Available in 

“Hold-Open” and “Non-Hold-Open” versions.  

Comes in two standard lengths.  

Cable Restrictors  
Simple safety & security for your windows and doors.  

Available in a range of colours and fitting options.  

Window Restrictors  
A product to restrict a window’s opening for the 

purpose of child safety. Range of concealed window 

safety fixtures.  
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Cable Restrictors 

Every year 4,000 children under the age of 15 

are injured falling from windows.*  

Our Locit cable restrictors provide simple  

security for your windows and doors. 

Our cable mechanism limits how much a  

window (or door) can be opened, thus  

preventing children from getting out / falling 

from a window. However, still enables the  

window to be opened e.g. in the summer. As 

opposed to just locking the window outright. 

The restricted opening also helps to prevent 

people from getting in through a window / door, 

providing safety and security for your home, by acting as both a child safety and anti-theft 

device. 

* Statistic from: www.rospa.com 

Standard features for all fitting options 

There are four standard colours available: white, brown, light oak and black.  

Plus our additional “Elite” colour range. Colours include: brushed stainless steel, polished gold 

and polished chrome.   

The cable itself comes in either black or white. White cables to match the white units and black 

for our other finishes; brown, light oak, black and our elite range.  

The standard restrictor length is 200mm, but other lengths can be provided upon request. 

The cable can be disconnected by the "push-button" mechanism, but can also be totally  

deadlocked to stop removal by key-locking the button.  

Two keys are provided with each unit. 

Key-plugs are available in white, black and green for a small additional charge, should it be  

necessary to make the restrictor "non-lockable" i.e. if used for an emergency exit.  

Fixing Options 

Face-Fix / “Vertical” Fixing 

Our newest version of the cable restrictor is the fully 

tested vertical bracket fixing. A sleek colour coded 

solution for window security, giving a matching colour 

product for your home or office. This product is easily 

fitted, as it screws directly to your window frame. 

Window Handle Fixing 

This version consists of a handle base plate to secure 

below the window handle, providing a neater finish.  

The cable will allow a 100mm opening of the sash. 

Door Handle Fixing 

Like the above, but with a base plate to suit the door 

handle. The standard cable will allow 150mm opening, 

but can be lessened if required. 

Face-Fix / “3-Hole” Fixing 

This product is easily fitted, as it screws 

directly to your window frame.  

*Now discontinued*  

Please see “vertical” fixing option below.  



Our range of door stays and restrictors limit how 

far a door can be opened, this can prevent  

unwanted collisions. This is especially useful i.e. if 

your door contains a pane of glass 

There are “hold-open” options available, which can 

help stop doors from blowing shut e.g. helps stop 

you getting locked out, or even just hold your 

French doors open in the summer.  

The hold-open range also removes trip hazards that 

can be created by propping doors open and are 

much more discreet. Different positioning of the 

frame/sash parts will give the required hold  

position.  

The friction can be seamlessly adjusted and the arm can be easily disconnected 

should it be necessary to open the door or window fully.  

(Fixed anchor plate versions are available upon request) 

All materials used are durable and non-corrosive. Restrictors are available in 430 

Stainless Steel as standard. 

Door Restrictors Fixing Options 

“Non-Hold-Open” Door Restrictor: Tech 200 

Will operate in air gaps from a minimum of 4mm upwards 

(will also operate in a 12mm air gap.) Ideal for timber and 

composite windows and doors. A damping spring is available 

which cushions the operating arm and minimises "hinge-

whip" (can be fitted retrospectively if required) 

Slimline “Hold-Open” Door Restrictor: Tech 1000 

Using our innovative arrow-head mechanism this restrictor is 

designed to operate in a minimum 4mm air gap.  

A 335mm Restrictor, will hold windows and doors open at up 

to 90°.  A 500mm Restrictor, will hold windows and doors at 

up to 140°. 

“Hold-Open” Door Restrictor: Tech 100 / Tech 500 

Using a nylon moulding mechanism these restrictors are 

designed to operate in a minimum 12mm air gap 

The Tech 100 / 335mm Hold-Open Door Restrictor, will hold 

windows and doors open at up to 90°. The Tech 500 / 

500mm Hold-Open Door Restrictor, will hold doors open at 

up to 140° 

Universal Fit Heavy Duty Door Restrictor 

Our most recently developed door restrictor, now 

accredited to ISO.EN.14351, can be face fixed or fitted to 

the top of to virtually any door with ease. Composite, UPVC, 
Aluminium, Steel & Timber doors are all catered for. 
 Comes with an inbuilt buffer spring & non-detachable 
anchor plate. Ideal for heavier doors. 



Child safety is a must, our Auto-Latch & Laminated 

restrictors  are not only vigorously tested for  

safety, but are also remarkably discreet.  

These two stainless steel window restrictors are 

concealed within the opening of the window itself, 

and have a range of fixing studs available.  

The hook arm catches onto the fixing stud 

(supplied) and restricts the window opening. The 

window restrictor can be manually disengaged by 

hand if the window is required to be fully open. 

Test information is available by contacting us  

direct or can be found on our website. 

Window Restrictors Fixing Options 

Hold-Open Euro-groove Fit Restrictor 
 
Not a child safety product, however by using the same  
technology as our Tech 1000 door restrictors, this  
window restrictor is excellent for holding a window open. 
Variable fixing position allows the sash opening to be set as 
required and will "hold" the sash in position.  
Ideal for Juliet balcony doors to allow good ventilation while 
restricting the opening to avoid damage to door sashes  
colliding with balcony rails. Available with fixed 
(not detachable) or with detachable frame anchor.  

Laminated Window Restrictor  

 
The laminated window restrictor is an automatically engaging 
spring loaded window restrictor for use on side or top hung  
windows.  It is supplied in a stainless steel finish and is  
available in both left and right hand fittings. 

Auto-Latch Window Restrictor (Tech 1500) 
 
 

Suitable for aluminium, PVC or timber windows. When the  
window is opened, the hook arm catches onto the fixing stud 
(supplied) and restricts opening. The window restrictor can be 
manually disengaged by hand if the window is required to be fully 
open. Comes in a stainless steel finish and is available in both left 
and right hand fittings. 



Other Products 

Standard and Extended Finger Bolts 
  
All components are made from 304 stainless steel, and at just 6.00mm thick are ideal 
for Aluminium doors. 
  
An extended button version is available for double door systems where the finger bolt 
is hidden behind a mullion and the extended button protrudes through a small routed 
aperture 

The Sashjack 
  
In-Line Sashjack and Glass Rebate Sashjack 
  
The "Sashjack" enables the installer of windows and doors to be totally confident that the 
"toeing and heeling" process is simple and that the sash will not drop due to moving glaz-
ing packers (a common occurrence). 
 
Two versions are available: 
    * The "in-line" version designed to fit in a sash euro-groove 
    * The "glass rebate" version which fits into the glazing rebate. 
 
The manufacturer of the window or door can glaze or panel the sashes "in-house" if this is 
convenient. Using a 4mm Allen key, simply turn the adjusting stud 5mm on site to "toe and 
heel" the sash. 
 
On-site glazing is simply a case of putting a packer bottom hinge side of the sash, fitting the 
glass unit or panel and placing a "Sashjack" packer between glass or panel and the ad-
justing stud. Turn the stud 5mm and the window or door is "toe and heeled". 
 
With the frame fitted "square", correct fitting of the sash is guaranteed! 
  
The Sashjack is outstanding on "French door" sets and gives perfect alignment every time. 
Because the adjustment is linear, the important relationship between hardware and keeps 
is maintained. No more moving keeps around. 
 
The glazing packers and moulded version of the "Sashjack" are manufactured from acytal 
polypropylene to give both strength and flexibility. The metal version is made from mild 
steel and is "yellow passivated". 


